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SYNGOLD® FULL SYNTHETIC 
MOTOR OIL

FULL SYNTHETIC FORMULA  
INCREASES FUEL ECONOMY
REDUCES WEAR AND VISCOSITY BREAKDOWN

EXCEEDS ALL WARRANTY REQUIREMENTS FOR OEMS REQUIRING 

API SN/SN+ OR ILSAC GF-5 ENGINE OILS

FORMULATED TO EXCEED THE LATEST DEXOS1 SPECIFICATIONS 
(SAE 0W-20 AND 5W-30), DEXOS1:2015

INCREASED PERFORMANCE
INCREASED PROTECTION

PART#  DESCRIPTION SIZE

4428H/6 0W-30 SN+/GF-5* 6/ 1 QT.
4428AN 0W-30 SN+/GF-5* 55 Gal.
4428N/4 0W-30 SN+/GF-5* 4/ 1 Gal.
4429H/6 0W-20 SN+/GF-5* 6/ 1 QT.
4429AN 0W-20 SN+/GF-5* 55 Gal.
4430H/6 5W-20 SN+/GF-5* 6/ 1 QT.
4430N/4 5W-20 SN+/GF-5* 4/ 1 Gal.
4430AN 5W-20 SN+/GF-5* 55 Gal.
4431H/6 5W-30 SN+/GF-5* 6/ 1 QT.
4431N/4 5W-30 SN+/GF-5* 4/ 1 Gal.
4431AN 5W-30 SN+/GF-5* 55 Gal.
4432H/6 5W-40 SN+ 6/ 1 QT.
4427H/6 0W-40 European High SAPS 6/ 1 QT.
4427N/4 0W-40 European High SAPS 4/ 1 Gal.
4434H/6 5W-40 European High SAPS 6/ 1 QT.
4434N/4 5W-40 European High SAPS 4/ 1 Gal.
4436H/6 5W-30 European Low SAPS 6/ 1 QT.
4436N/4 5W-30 European Low SAPS 4/ 1 Gal.

*GF-6 available 5/1/2020





SYNCLEAN® SYNTHETIC BLEND 
MOTOR OIL

EXTENDS ENGINE LIFE 
OUTPERFORMS CONVENTIONAL OILS
LOWER POUR POINT PUMPS FLUID FASTER TO PARTS

EXCEEDS ALL WARRANTY REQUIREMENTS FOR OEMS REQUIRING 

API SN/SN+ OR ILSAC GF-5 ENGINE OILS

RECOMMENDED OIL FOR GASOLINE, TURBO-CHARGED GASOLINE AND
E-85 FLEX-FUEL ENGINES

REDUCES WEAR AND
VISCOSITY BREAKDOWN

PART#  DESCRIPTION SIZE

4230H/12 5W-20 SN+/GF-5* 12/ 1 QT.
4230N/4 5W-20 SN+/GF-5* 4/ 1 Gal.
4230AN 5W-20 SN+/GF-5* 55 Gal.
4231H/12 5W-30 SN+/GF-5* 12/ 1 QT.
4231N/4 5W-30 SN+/GF-5* 4/ 1 Gal.
4231AN 5W-30 SN+/GF-5* 55 Gal.
4232H/12 10W-30 SN+/GF-5* 12/ 1 Qt.
4232N/4 10W-30 SN+/GF-5* 4/ 1 Gal.
4232D  10W-30 SN+/GF-5* 5 Gal.
4232AN 10W-30 SN+/GF-5* 55 Gal.
4233N/4 10W-40 SN+ 4/ 1 Gal.
4229N/4 20W-50 SN+ 4/ 1 Gal.

*GF-6 available 5/1/2020









Typical Boiling Points: Dry 304°C (580°F)
Wet 210°C (410°F)



POWER
SHIELD
POWER
SHIELD
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PROFESSIONAL GRADE HONING OIL

SUITABLE FOR A WIDE RANGE OF APPLICATIONS
EXCELLENT LUBRICITY CHARACTERISTICS
HIGH-PERFORMANCE ANTI-FOAM AGENTS

PART#  DESCRIPTION SIZE

4242D PRO GRADE HONING OIL 5 Gal.















HEAVY DUTY DIESEL OILS
PREMIUM HD / ALL FLEET T® / ULTRAFLEET®

EXCELLENT PROTECTION FOR DIESEL ENGINES 
INCREASED SOOT CONTROL AND OXIDATION CONTROL
MEETS AND EXCEEDS OEM SPECIFICATIONS

API CK-4 / CJ-4 / FA-4 / CNG-LNG

PART#  DESCRIPTION SIZE

4152AN 15W-40 CK-4/SN PREMIUM HD  55 Gal.
4152U  15W-40 CK-4/SN PREMIUM HD  2/ 2.5 Gal.
4152D  15W-40 CK-4/SN PREMIUM HD  5 Gal.
4152N/4 15W-40 CK-4/SN PREMIUM HD  4/ 1 Gal.
4152H/12 15W-40 CK-4/SN PREMIUM HD  12/ 1 Qt.

4160AN 10W-30 CK-4 ALL-FLEET T  55 Gal.
4160N/4 10W-30 CK-4 ALL-FLEET T 4/ 1 Gal.
4160H/12 10W-30 CK-4 ALL-FLEET T 12/ 1 Qt.
4158AN 15W-40 CK-4/SN ALL-FLEET T 55 Gal.
4158N/4 15W-40 CK-4/SN ALL-FLEET T  4/ 1 Gal.
4158U  15W-40 CK-4/SN ALL-FLEET T 2/ 2.5 Gal.
4158H/12 15W-40 CK-4/SN ALL-FLEET T  12/ 1 Qt.
4158D  15W-40 CK-4/SN ALL-FLEET T 5 Gal.
4173AN 5W-40 CK-4/SN ALL-FLEET T   55 Gal.
4173D  5W-40 CK-4/SN ALL-FLEET T 5 Gal.

4159N/4 15W-40 CK-4/SN ULTRA FLEET SYN-BLEND 4/ 1 Gal.
4159AN 15W-40 CK-4/SN ULTRA FLEET SYN-BLEND 55 Gal.
4161N/4 10W-30 CK-4 ULTRA FLEET SYN-BLEND  4/ 1 Gal.
4162N/4 10W-30 FA-4 ULTRA FLEET SYN-BLEND 4/ 1 Gal.
4164N/4 5W-40 CK-4/SN ULTRA FLEET SYN-BLEND  4/ 1 Gal.
4174AN 5W-30 CJ-4 ULTRA FLEET FULL SYNTHETIC  55 Gal.

4163D  15W-40 CNG/LNG OIL 5 Gal.





(32 oz treats 250 Gallons)

(5 gal treats 5000 Gallons)

(55 gal treats 55000 Gallons)

(32 oz treats 250 Gallons)

DIESEL FUEL CONDITIONER

DIESEL FUEL CONDITIONER











Typical Boiling Points: Dry 304°C (580°F)
Wet 210°C (410°F)











(550°F Dropping Point)

(550°F Dropping Point)
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Learn more about oils, fluids, lubricants we have.

https://www.carid.com/oils-fluids-lubricants.html



